
This command sets the LAN  parameters for this device.
DC4 DC4 ESC DC4 <n1> < n2> <function> <.... arguments ...>
Hexadecimal code: 14 14 1B 14 05 00 18 arguments
arguments must be ASCII test:

{
HOST NAME=string ( max 15 crt )
LOCATION= string ( max 30 crt )
CONTACT= string ( max 30 crt )
IP ASSIGN=[ARP,fixed,DHCP]
IP ADDRESS=ip-address(*)
NET MASK= ip-address(*)
DEF.GATEWAY= ip-address(*)
WORKGROUP= string ( max 15 crt )
SMTP=[disabled,enabled]
MAIL SERV.ADD.= ip-address(*)
SENDER ADDRESS= string ( max 48 crt )
DESTIN.ADDRESS= string ( max 48 crt )
}

arguments must start with the character ‘{‘ and must end with the character ‘}’
Each argument must  be in one line.
If one argument is missing  will be used the default one.
(*) the ip-address fields  must be the format : DDD.DDD.DDD.DDD ( example:

010.000.200.038 )

arguments example:
{
HOST NAME=DEFAULT
LOCATION=No location
CONTACT=No contact
IP ASSIGN=fixed
IP ADDRESS=127.000.000.000
NET MASK=255.255.255.000
DEF.GATEWAY=000.000.000.000
WORKGROUP=P_NFFPS_TO
SMTP=disabled
MAIL SERV.ADD.=000.000.000.000
SENDER ADDRESS=No address
DESTIN.ADDRESS=No address
}



Command example:

The command example file is located in the SP40LanPar.zip file. 

Refer to files : lanpar.bat, lanpar.hdr, lanpar.txt


